
Rayport
TM
Product 

Specification Sheet



Fits Panels from 950mm to 994mm in width.  Including, but not limited to: * Patent Pending

M a nuf a c t ur e r M ode l  Numbe r Wa t t s Le ngt h Wi dt h He i ght M a nuf a c t ur e r M ode l  Numbe r Wa t t s Le ngt h Wi dt h He i ght

P REM I UM  2 0 5 2 0 5 16 6 5 9 9 1 4 3 S TP 19 0  /  S  - 18 / Ub- 1 19 0 14 8 2 9 9 2 3 5

P REM .  or  S CM  2 10  /  2 15 2 10  /  2 15 16 6 5 9 9 1 4 3 S TP 2 0 0  /  S  - 18 / Ub- 1 2 0 0 14 8 2 9 9 2 3 5

P REM .  or  S CM  2 2 0  /  2 2 5 2 2 0  /  2 5 16 6 5 9 9 1 4 3 S TP 2 10  /  S  - 18 / Ub- 1 2 10 14 8 2 9 9 2 3 5

P REM .  or  S CM  2 3 0 2 3 0 16 6 5 9 9 1 4 3
GE Ene r gy

GEP Vp -  2 0 0  5  - M 2 0 0  /  5 14 8 5 9 8 1 3 5

P REM I UM  2 3 5 2 3 5 16 6 5 9 9 1 4 3 ND- N2 ECUF 14 2 116 5 9 9 0 4 6

ES - 18 0  /  19 0  /  19 5 18 0  /  19 0  /  19 5 15 7 0 9 5 3 4 1 ND- 17 6 U1Y 17 6 13 2 8 9 9 4 5 7 . 5

ES - A- 2 0 0  /  2 0 5  /  2 10 2 0 0  /  2 0 5  /  2 10 16 5 1 9 5 3 4 6 ND- 19 8 U1F 19 8 14 9 1 9 9 4 5 7 . 5

CS 6 A- 16 0  /  17 0  /  18 0 16 0  /  17 0  /  18 0 13 2 4 9 8 2 4 0 ND- 2 16 U1F /  2 16 U2 2 16 16 4 0 9 9 4 4 6

CS 6 P - 17 0  /  18 0  /  19 0 17 0  /  18 0  /  19 0 16 3 8 9 8 2 4 0 ND- 2 2 0 U1F /  2 2 0 U2 2 2 0 16 4 0 9 9 4 4 6

CS 6 P - 2 0 0  /  2 10  /  2 2 0 2 0 0  /  2 10  /  2 2 0 16 3 8 9 8 2 4 0 ND- 2 2 4 U1F /  2 2 4 U2 2 2 4 16 4 0 9 9 4 4 6

CS 6 P - 2 3 0  /  2 4 0 2 3 0  /  2 4 0 16 3 8 9 8 2 4 0 ND- V2 3 0 A1 2 3 0 16 4 0 9 9 4 4 6

KC17 5 GT 17 5 12 9 0 9 9 0 3 6 G- EA0 6 0 6 0 9 9 0 9 6 0 4 0

KC2 0 0 GT 2 0 0 14 2 5 9 9 0 3 6 G- S A0 6 0 6 0 9 9 0 9 6 0 4 0

KD18 0 GX- LP 18 0 13 4 1 9 9 0 3 6 P - LE0 5 5 5 5 9 9 0 9 9 0 4 0

KD2 0 5  /  2 10 GX- LP 2 0 5  /  2 10 15 0 0 9 9 0 3 6 T- EC12 0 12 0 19 18 . 8 9 9 0 4 6

4 8 M C 16 0  /  16 5  /  17 0 16 0  /  16 5  /  17 0 13 0 7 9 9 1 3 5 T- ED12 0 12 0 19 7 8 . 8 9 6 0 4 6

4 8 M C 17 5  /  18 0  /  18 5 17 5  /  18 0  /  17 5 13 0 7 9 9 1 3 5 T- S C12 0 12 0 19 18 . 8 9 9 0 4 6

4 8 M C 19 0 19 0 13 0 7 9 9 1 3 5 T- S D12 0 12 0 19 7 8 . 8 9 6 0 4 6
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Curb weight (per panel): 10.6 lbs (rack)

Panel angle: 10 deg fixed

Panel Layout: Landscape

Panel height from roof: 232 mm (9.1in)

Installation rate: 1.5 kW / man -hour

Panel - to -panel length: 1489 mm (58.65in)

System load: Specific to building height, panel type, and exposure category.

Corrosion performance:  Stainless Steel - 10 years, see warranty for more details.

Performance rating:  Cat.B , 120 mph

Grounding (panel): Integrated Weeb clip on each support grounds panels to rails.

Grounding (racking): 1 grounding lug per tray to be installed at the rear support 
rail.  Only required every 20 rows.  Lugs not included.

Contact surface: Protective rubber pads included on each ballast tray.
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Layout Dimensions

Side view ï58.65ò repeating column dimension

Front view ï20.87ò repeating dimension.  
Overall row length is based on panel length
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BOM

Part P/N Panel

1 Support Rail 80001- 953 Evergreen 180-210

80001- 960 Kaneka 60-120

80001- 981 GE 200

80001- 982 Canadian Solar 160-240

80001- 990 Kyocera 175-210

80001- 991 REC 205-235

80001- Day4Energy 160-190

80001- 992 Suntech 190-210

80001- 994 Sharp 176-230

2 Ballast Tray 80009- ---

3 Z-Bracket 80022- 35 Day4Energy 160-190

80022- Suntech 190-210

80022- GE 200

80022- 36 Kyocera 175-210

80022- 40 Canadian Solar 160-240

80022- Kaneka 60-55

80022- 41 Evergreen 180-195

80022- 43 REC 205-235

80022- 46 Evergreen 200-210

80022- Sharp 216-230

80022- Kaneka 120

80022- 57.5 Sharp 176-198

4 Bolt 80013- ---

n/a Sizing Tool n/a ---
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